
ULTRAVIOLET DISINFECTION 
Glasco UV is a US-based, woman-owned company with three decades of 
experience in the municipal wastewater market. Glasco UV’s products include: 

Vertical open channel systems 
In-line (Chambered) 
Noncontact (NONCON) 
Horizontal open channel systems

Horizontal Open Channel 
The Horizontal Open Channel module is lowered into a pre-
poured concrete or stainless steel channel and connected 
to the Ballast Control Center (BCC) and System Control 
Center (SCC-PLC). A level control system ensures wastewater 
exposure to UVC light.

The cleaning system prevents deposit build-up, operators 
ensure functionality, and alarms direct service. Modules can 
be removed for seasonal storage or cleaning.

• High output (80 &155 watt)
• High-intensity amalgam (320 & 600 watt)
• Ability to treat low and larger flows 
• Retro-fit to existing UV systems
• Third-party validation available across all lines

About Glasco UV
Glasco UV is a privately owned company serving municipal, industrial, residential, and aqua culture markets. As a 
family business with three generations of experience building UV products, Glasco UV has over 1,000 installations 
worldwide and its technology is the vanguard of UV system designs.

Glasco UV is a certified woman-owned business with headquarters based in Mahwah, New Jersey, and a West Coast 
sales office in Los Angeles, California. 
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In-line Illumination Series 

Vertical Series NONCON Series

Glasco UV’s engineering team has designed chambered 
disinfection systems to treat wastewater since the 1980s. 
Our In-Line Illumination Series systems pipe stainless steel 
vessels to and from plant infrastructure with novel lamp 
and ballast technologies customized to existing footprints.

Systems can include automatic quartz cleaning, PLC 
controls, online UV transmission monitoring, and 
supplemental chemical recirculation tanks.

HIGHLIGHTS

• Gravity or pressure fed
• Indoor or outdoor installation
• Remote stainless steel Ballast Control Centers (BCC)
• High output or amalgam lamps (up to 1200 watts)
• Third-party validation available across all lines

Glasco UV has used flow-through, fluoropolymer (FEP/Teflon™) tube reactor technologies to treat various liquids 
since 2006. The “NONCON 5000” series is a flow-through, fluoropolymer-style of UV water and wastewater disinfection 
system. Unlike our other systems, where UV lamps are immersed in water (using protective quartz sleeves), the 
“NONCON 5000” uses non-conductive transparent fluoropolymer tubes to transport the water close to the UV lamps.

The UV lamps are suspended in the channel — not in water, but in air — preventing biofouling and other traditional 
horizontal channel disinfection problems. The Teflon tubes are inert, and, thus do not attract foulants.

Shining germicidal rays (@ 254 nm) through the fluoropolymer tubes, the NONCON 5000 systems directly target 
dangerous pathogens that compromise water quality.
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• Lowest maintenance of any UV system
• Stainless steel disinfection or open concrete channel insert 
• Low-pressure / high-output UV lamps
• Fluoropolymer FEP (Teflon™) flow tubes
• Remote Ballast Control Center (BCC)
• No wiping mechanism is needed

Vertical modules are installed in an open channel with lamps 
perpendicular to the flow. Our design scheme allows for the 
shutting off of lamps during low flows. Our newer models allow 
dimming of the lamps to add further flexibility to the system.

The cleaning system wipes the quartz sleeves and UV sensor, 
preventing deposit build-up and plating. Operators ensure 
functioning lamps and output alarms guide service issues. 
Operators can remove modules for seasonal storage or 
supplemental cleaning.

• Connected to Power Distribution Center (PDC) and System 
Control Center (SCC-PLC)

• Designed to treat low-to-large flows at 30” or 60”  
water levels

• Third-party validation available across all lines 
• Chlorine contact tank retrofit ready

HIGHLIGHTS


